
Foamed slats & Table of diameter Foamed slats & Table of diameter 
(Table of diameter are approximate!)

Quality slats from the huge products of painted steel aluminum, coated with material to prevent scratches; and 

undergoes a bending process, whereby the slat is injected with polyurethane to reinforce the slat.
 (the guide rails are also compatible for extruded slats).
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Type of tubeOpening
height (cm)

Tube 40 mm Tube 60 mm

Table of diameter rolling shutter foamed slat 32 mm
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Table of diameter rolling shutter foamed slat 45 mm
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Tube 60 mm Tube 70 mm

Table of diameter rolling shutter foamed slat 55 mm
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Table of diameter rolling shutter foamed slat 77 mm
Type of tube

Opening
height (cm)

Tube
70 mm

Tube
89 mm

Tube
105 mm

Tube
130 mm

Foamed mini 32 mm slat
General information:

Thickness of slat.................8 mm
Max recommended light 
opening.............................2.2 x 2.5 m
Weight per meter.................4 kg
Number of slats per meter   
(height)...............................32

Foamed midi 45 mm slat
General information:

Thickness of slat.................8 mm
Max recommended light 
opening.............................2.8 x 2.5 m
Weight per meter.................4 kg
Number of slats per meter   
(height)...............................22

Foamed 55 mm slat
General information:

Thickness of slat.................13.5 mm
Max recommended light 
opening.............................3.6 x 2.5 m
Weight per meter.................5 kg
Number of slats per meter   
(height)...............................18

Foamed 77 mm slat/(steel platted)
General information:

Thickness of slat.................19 mm
Max recommended light opening: 
foamed slat..........5.0 x 3.0 m
steel platted..........5.5 x 3.5 m
Weight per meter:
foamed slat.................6 kg
steel platted...............13 kg
Number of slats per meter   
(height)...............................13

Foamed 80 mm slat tilting rolling 
shutter

General information:

Thickness of slat.................13.5 mm
Max recommended light 
opening..........................0.25 x 2.5 m
Number of slats per meter   
(height)...............................14

Catalog № 110200
guide rail 22 x 28 mm 

for mini slat

Catalog № 110241
distant guide rail

 22 x 65 mm for midi 
slat

Catalog № 110250
distant guide rail
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Catalog № 00301
Perforated profile

tilting rolling shutter

Catalog № 32002
Hand  lever  for 

opening

Catalog № 00400
Perforated segment

Catalog № 11460
Nylon end cups for

80 mm slat

Kol-Chen pierces & punches perforated segments and profiles from all types and models with electronic machine with great accuracy.

ISO 9001
תו תקן
לצביעה

מכון התקנים הישראלי


